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1. Reinforcement bars shail conform to the requirements of ASTH A 706 1 Gensral Plan and Elevation o, - < -
Cr 60, See Special Provision ‘ ! ) enera Fiap end Lievarion ] ) ITEM UNIT | SUPER | sSUB TOTAL
br oU. 286 opecial Frovisions. 2 Gensral Notes, Bill of Matericl and Index of Sheets - S
- A ; o " tage Construction Detal Bri A 1 Pavement Connec 2) 5q." 1 187 J
2. Reinforcement bars designated (E) shall be epoxy codted. s age Construction Detalls , Bridge Approach Pavement Connector (PCC) 59. ra. 87 87
4 Bridge Deck and Appraceh Slab Repairs Pavement Reinforcement 11 1/4” Sq. vd 187 187
3. Prior fo pouring the new concrefe deck, ali heavy or loose rust, loose mill 5 Expansion Joint Repairs s ; " - ; p
. . . o Concrete Removal Cu. Yd. 3.5 235
scale, and other loose or potentially detrimental foreign material shall be & Expansion Joint Defails g - =2
remeoved from the surfaces in contact with concrete. Tightly adhersd paint may 7 Preformed Joint Strip Seal Profective Shield 5q. Yd. 181 81
remain unless otherwise noted. Removal shall be accomplished by methods § Bor Splicer Assembly Delails Concrefe Supersiructure cu. vd 235 235
. 0 N . ) . N ; . . DL ET SOy vl (o) L i . . N e
that will not damage the steel and the cost will be included in the pay Item " L — —
covering removal of the existing concrefe. Reinforcement Bars, Epoxy Coated Pound 2,430 2,430
As directed by the Engineer, existing construction cccessories welded to the Bar Splicers Fach 2p 22
top flange of beams and girders shall be removed. The weld areas shail be — — P - p
ground flush and inspected for cracks using magretic particle testing (MT) or Preformed Joint Strip Sedl Foot 144.0 44.0
dye penelfrant testing (FT) by qualified persom:c/’/ approved by the Engineer Concrete Sealer Sq. 1 24.536 790 25,326
Any cracks that cannot be removed by grinding 4 inch deep shall be iden -
. N 5 . bel = e, 197
and reported to the Bureau of Bridges and Structures for further dispos Bridge Approgch Favement Removal 5q. 1d. 187 187
The cost of removing welded accessories, grinding and inspecting weid areas Appreoach Siab Repair (Portial Depth) Sq. Yd. 2.8 218
and grinding cracks will be paid for according to Article 109.04 of the I < " Py < " -
. o ’ eck Sl ult Depth, 1ype [ S . .0 .
Standard Specifications. Deck Slab Repair (Full Dep vpe ) Ya. 5.0 5.0
Deck Slab Repair (Full Depth. Type [1) Sq. Yd. 23.3
o, ! i s e i it} lans ject t inal ; il 0
4. Flan d/mepsmr/s and detalls relative to exis mqplp/‘a,no are su@,gu c/w nominal Deck Siab Repair (Partial) sq. v 140.0
construction variations. The Confractor shail field verify existing dimensions and -
details affeciing new construction and make necessary approved adjustments prior Cleaning and Painting Exposed Rebar (Specidl) Sg. Fl. 7 67
fo construction or ordering of materials. Such variations shail not bs‘ cause for Clean and Reseal Relief Joint Foot 72.0 72.0
additicnal compensation for a change in scope of the work, however, the
Confractor will be paid for the quantity actually furnished af the unit price bid
for the work.
5. Concrete Sealer shall bs applied to the bridge deck, parapets, approach
sfabs, abutment sedts and abutment backwalls. All surfaces to be sealed shall
be cleanied thoroughly prior to sealer application. Cost included in Concrete
Sealer.
6. The existing structural steel eoating confains lead. The Confractor shall fake
appropriate precautions to deal with the presence of lead on this project.
7. Stags construction shall be ulilized to maintain traffic during construction.
8. Deck drains (downspouts. floor drains and scuppers) shall be clsaned with the
bridge deck pricr to application of the Concrete Seagler. Cost of cleaning The deck
droins is included with Concrete Sealer.
Joint apenings shall be adjusted according to Article 520.04 of the Standard
Specifications when the deck is poured af on amblent tempercture other than 50°F.
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